
Gateclaw 
Vehicle Barrier

The ultimate surface mounted 
traffic flow plate spike barrier 
— for rapidly-deployed, reliable 
vehicle control

When control over vehicle movement and site 
access is critical — whether at a checkpoint, 
depot, or secure entrance — Gateclaw puts you 
back in control. This surface-mounted barrier 
provides fast, physical control over directional 
flow or full lockdown, helping you prevent 
unauthorised access, enforce lane discipline and 
secure vulnerable entry points.

Built in the UK from heavy-duty carbon steel, it’s engineered 
for long-term, all-weather performance in high-traffic 
environments. Fully modular and maintenance-free, Gateclaw 
installs quickly and adapts as your site changes, offering 
permanent or semi-permanent protection with minimal 
ground impact and zero ongoing maintenance.

Adaptable flow control — on demand
Each Gateclaw module features a unique tamper-resistant 
3-position locking system, allowing precise control over 
vehicle movement:

•  �Active mode – Allows vehicles to pass in  
one direction only

•  �Fixed down mode – Safely allows movement  
in both directions

•  �Fixed up mode – Blocks vehicle movement in both 
directions, with option to padlock for extra security

Engineered for demanding conditions
Tested to withstand 40-tonnes of continuous traffic, Gateclaw 
combines a spring-loaded claw mechanism, neoprene 
damping, and a polyurethane-coated top plate for long-term 
durability. Its low profile ensures clearance for most vehicles, 
while high-visibility fluorescent yellow claws provide clear 
deterrence in all weather conditions.

Deter & stop threats on contact
With a 65mm claw height and low ride profile, Gateclaw is 
designed to puncture tyres on all vehicle types — from saloons 
to HGVs — when transited in the wrong direction or in locked-
up mode. Its unique claw profile ensures effective penetration, 
even on deep-tread and run-flat tyres.

Rigorous testing for ultimate peace of mind.
Gateclaw has been tested with a full range of vehicles, 
including deep-tread, run-flat and multi-axle HGVs, at speeds 
up to 30mph. While standard use is 3mph (5kph), its proven 
performance in high-impact trials ensures reliable protection 
in all conditions. Whether securing a high-risk entrance or 
managing directional flow, Gateclaw gives you absolute 
confidence in your access control.

Heavy-duty, tamper-resistant design

One way or bi-directional flexibility

Modular, adaptable & relocatable

@OrbisProtect @OrbisProtect orbisprotect.com

The result?
Consistent vehicular control, effective deterrence, and 
long-term access protection — all in a modular, low-
maintenance system that installs fast, adapts rapidly, 
and performs in the toughest conditions.
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Gateclaw is designed and manufactured in the 
UK and fully supported by Orbis’ nationwide 
infrastructure, meaning you can rely on 
expert installation, rapid response times, and 
consistent, reliable performance.

   �Construction & infrastructure sites requiring 
controlled vehicle access

   �Depot & logistics facilities needing lane  
flow & entry prevention

   �Garage forecourts & car parks with vulnerable 
exits or wrong-way risks

   �High-security entrances for compounds,  
prisons or utilities

   �Remote or unmanned locations where  
passive deterrence is essential

   �Out-of-hours security for warehouse  
& retail distribution sites

   �Flexible deployments for semi-permanent  
or evolving site layouts

Rapid deployment: Installed UK-wide, typically  
within 48 hours

Effective deterrent: Fluorescent yellow Glocote  
claw tips for high visibility

Robust steel build: 10mm S275 carbon steel  
with galvanised base

High-impact resistance: Withstands up to  
40 tonnes of continuous traffic

Adaptable: Supports manned, unmanned &  
schedule-based access scenarios

Ease of fitting: Modular design, quick to install  
& relocate

Tamper resistant: 3-mode locking with padlock  
option in Fixed Up mode

Reliable claw action: Spring-loaded claws with 
backup mechanism

Weatherproof: Galvanised finish, rubber damping  
& polyurethane top plate

Low maintenance: No lubrication or servicing required

Trusted performance: Installed & maintained by Orbis

Built by SAE 
Systems.  
Backed by Orbis.

Solutions for 
every sector

Why clients  
choose Gateclaw
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One Barrier.  
Three Modes.  
Total Control.

Flexible control & deterrence
•	� Unique 3-mode locking system:
•	� Active mode – Allows vehicles to 

pass in one direction only
•	� Fixed down mode – Safely allows 

movement in both directions
•	 �Fixed up mode – Blocks vehicle 

movement in both directions, with 
option to padlock 

•	� Spring-loaded claws with backup 
spring mechanism

•	� 65mm claw height penetrates both 
HGV and saloon tyres

•	� Unique claw/spike design for 
effective tyre penetration in active or 
fixed up mode

•	� Supplied with T-bar key for quick, 
manual mode selection

•	 �Padlockable claws: 10mm hole in 
one claw per module (padlocks  
not supplied)

Build quality & resilience
•	� Heavy-duty steel construction:
•	� 10mm S275 carbon steel base 
•	� Galvanised 5mm S235 durbar top 

plate (25 micron coating)
•	� Integrated impact damping:  

Spring-loaded system with  
neoprene for shock absorption

•	� Design rating: 40 metric tonnes  
of continuous traffic

•	� Unit weight: 76kg
•	� Dimensions per unit: 1000mm  

(L) × 500mm (W) × 60mm (H, claws 
down) / 125mm (H, claws up)

•	� Proven performance on deep-tread, 
run-flat & multi-axle HGVs at speeds 
up to 30mph

•	� Polyurethane-painted top plate  
with high-visibility Glocote 
fluorescent claw tips

•	� Weather-resistant in all conditions
•	� Low ride height suitable for  

most vehicles

Installation, maintenance  
& removal
•	� Modular, surface-mounted design 

with no interlinked mechanism
•	� Full installation provided by Orbis
•	� Simple fitting process using M12 

anchor/through bolts — no  
specialist tools required

•	� Easily relocatable as site  
layouts evolve

•	� Fully maintenance-free
•	� Flexible hire model with no  

upfront cost
•	� Minimal ground impact — leaves 

small bolt holes only, which 
can be easily filled

Gateclaw 
Vehicle Barrier

Ready to take control 
of your site access?

Whether you need one-way flow, secure lockdown, or 
flexible lane control — Gateclaw adapts rapidly and puts 
you in charge. It starts with a free site survey, and we 
can be on-site within 48 hours of your request

Visit orbisprotect.com to book your survey

Vehicle restrictions
Vehicles with ground clearance 
under 125mm (5”) may suffer 
underside damage if transiting 
in active or fixed-up mode, or at 
speeds exceeding 3mph (5kph)


